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HOW IT WORKS: 

L2252-RP2-05/22 

Contaminated air is pulled into the inlet collar at the top or 
front of the RP2 Cabinet, then travels down through the car-

tridge filter section, where 
the contaminant is filtered 
and dropped into the hop-
per or dust drawer.  
Breathe Easy, clean safe 
air is exhausted out the 
bottom of the unit.  Car-
tridge cleaning is accom-
plished with Micro Air’s 
proprietary Roto-Pulse® 
cleaning system, where air 

is 

pulsed into a specially designed 
stainless steel, rotating tube, engi-
neered with pre-drilled holes.  As 
the air enters this tube, the force of 
the pulse causes the tube to rotate    incrementally inside the 
cartridge.  While rotating, air exits the pre-drilled holes, re-

STANDARD FEATURES: 
 

 Revolutionary Roto-Pulse® Filter 
Cleaning Systems 

 Energy Efficient EPACT Motor 

 Long Life Valve System 

 Large Capacity Dust Drawer  

 Built-In Plug Fans, 3 HP, 3-Phase, 60 hz 

 Motor Starter/Overload Protection 
Standard control package 

 After Pulse Cleaning Cycle Standard 

 Heavy Duty Construction 

 Full Range of Options 

 Best Industry Warranty 

 

OPTIONS: 
 

 Hopper Setup With Long Legs and Barrel Lid 
Kit. 

 Low Profile Unit With Dust Drawers. 

 Silencer.– Straight Exhaust 

 Silencer—Upblast Exhaust 

 HEPA Afterfilter– Upblast Exhaust 

 Variety of Cartridge Filter Options. 

 5HP, Plug Fan, 3-Phase, 60 hz, for High    
Static Applications 

 Spark Arrestor 

 Magnahelic or Photohelic Gauges. 

 Intelli-touch energy Saving Controls 

 6” dia. or 8” dia. Inlet Collar Located at top 
or front of cabinet 

 

MICRO AIR CLEAN AIR SYSTEMS                                      Toll-Free:  866-566-4276 
PO BOX 1138                         WWW.MICROAIRONLINE.COM                                                               Phone:  316-946-5875 
WICHITA KS 67201                                  Fax:  316-219-2995 

MICRO AIR RP2 DUST COLLECTOR 
Specifications and Technical Data 

TYPICAL  APPLICATIONS: 
 WELD SMOKE AND FUMES 

 GRINDING / POLISHING DUST 

 POWDERS 

 BLASTING OPERATION 

RP2 with Spark Arrestor Ducted to           
Buffing / Polishing Operations 

sulting in air dispersement over the entire surface of 
the cartridge, providing for an improved cartridge 
cleaning cycle, compared to competitive backflush 
cleaning systems . 

ROTO-PULSE® 
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  Overall Dimensions: 
 79” H X 21” W X 48” D  with Short Legs / Dust Tray 

 96” H x 21” w x 48” D with Long Legs / Hopper 
    

  Weight:     
 *800 LBS Actual Weight  

 *850 LBS Shipping Weight 

 *Weight varies depending on options selected 

 

  Cabinet: 
 Heavy Duty 14 gauge galvaneal steel with exterior surfaces 
 ground smooth 
 

   Finish:  
 Industrial grade crimson red, textured baked enamel paint in
 side and out.  Optional epoxy coat inside & out available 
 

  Filter Access: 
 Easy front access through filter caps 
 

  Motor 
 Single speed, 3 hp, 3 phase, 208-230/460V, 60 hz, tefc motor.  
 Optional 5  hp, Available for High Static Applications 
  

  Blower: 
 Direct Drive, High static, Backward inclined Impeller 
  

  Air Volume: 
 3 HP—1,200 CFM—consult fan curves for specifics 

 5 HP—2,100 CFM—Consult fan curves for specifics 
 

  Filter Change Indicator: 
 Magnehelic gauge or Photohelic Gauge 
 

  Filtration: 
 Two ea. high efficiency, 80/20 blend, fire-retardant cartridge 
 Filters, 174 sf media per filter, 348 sf total media 

 *Multiple cartridge media options available 
 

 Controls: 
 Solid State Timer Board, Factory Wired and Indstalled, Motor 
 Starter/Overload Protection Standard 
     

Inlet / exhaust: 
 6” or 8” dia Inlet Collar, Located Front or Top 

 Exhaust - Out Bottom of Unit / Upblast Transition Available 
 

Max current 
 3 HP, 230/460V—9.6 / 4.8 AMP 

 5 HP, 230/460V—15.0 / 7.5 AMP 
  

Noise Levels: 
 3 HP—75 dBA @ 5’ From Exhaust 

 5 HP—81 dBA @ 5’ From Exhaust / 74 dBA @ 5’ with Silencer 
 

Wind Load Rating: 
 100 MPH 
 

Cabinet pressure rating: 
 +/- 20 inches wc 
 

Collection options: 
 Dust Tray with Short Legs / Hopper with Long Legs 
 

Compressed air: 
 Requires 80—90 psi clean, dry air & minimum 3/4” air line  
 

Cartridge cleaning system: 
 Roto-pulse® rotating tube with pre-drilled holes.  As air is 
 pulsed into the tube, it rotates and air exits the pre- drilled 
 holes, providing a highly efficient and total cleaning of the 
 cartridge filter 
 

Off-line cartridge cleaning: 
 Standard equipment designed to clean filters after unit is 
 turned off for optimal off-line cartridge cleaning.  Timer can  

 be adjusted between 0 and 17 minutes 
 

Specifications subject to change without notice 

RP2 SPECIFICATIONS: 

L2252—RP2-05/22 

RP2 EQUIPPED WITH SHORT LEGS/DUST TRAY—UPBLAST HEPA AFTERFILTER 


